Fxx92 Series
Slim Potentiometer

Feature

COMPLIANCE

1.Flux builed-up prevention is taken through inserting molding

around the resistor with resin.

2.Improve operational feel, snap and mounting strength.

RoHS 3.Available with center tap and center detent.

Fxx92 Series Slim Potentiometer

Electrical characteristics

*Total Resistance...........cccooiiiiiiiiiiiii

* Total Resistance Tolerance.................cccooeevenne..

*Resistance Taper.......c.ooovviiiiiiiii
e Withstand Voltage...........cooiiiiiiiiiiie

*|nsulated Resistance..............ccooeiiiiiiiiiiiiin,
e SHAING NOISE....oviiii e,

*Residual Resistance...........c.coooviiiiiiinn.

*Gang Error (Dual Unit)........coooiiiiiiiins
e Max.Operation Voltage............ccoeeiiiiiiiiiineennn.

eRated POWEr.. ...

Mechanical characteristics

eSlideTravel......cocooviiiii
eOperating Force.........coooiiiiiii

e Stopper Strength.........ooo
e Click Torque (Only Center Click)...........ccocoeivnnnn.
e Level Push-Pull Strength..............coos
eLevelWobble.........coooiiii

Durability

e Sliding Life.......oooi

e Operating Temperature Range............................

FAVOR UNION/POLYSHINE

1IKQ~1MQ

500 @ <R<1M Q: +£20%
R<500Q orR=1MQ: +30%

ABW

............. 1 minute at AC 250V
............. More than 100M Qat DC 250V

Less than 100mV

Term.1~2:Less than 30 Q
Term.2~3:Less than 50Q

............. + 2dB at the point 50% travel
............. AC 50V/DC 10V

20mm,30mm
10gf~100gf

3.0Kgf(from the bas Level to a point of 2mm)

3.0Kgf Min at 10Sec.
2 (2XL)/20mm Max.(L:Level length both sides)

15,000 Cycles Min.

............. -10°C ~+70°C



Fxx92 Series
Slim Potentiometer

HOW TO ORDER

Fxx92- E | R 1 C |100K 1
Code Model Series
. Code | Resistance Taper Total Resistance
XX Slide travel
A Audi 15A
20 | 20mm udio (15A) 1K
B Li 3B
30 | 30mm inear (38) 2K
C Reverse Audio(15A) | | 5k
Code | LED Option D | Audio (10A) 10K
N No LED W Linear (4B) 20K
E With LED Code | Detent 50K
See Note 1 0 No Detent 100K
1 Center Detent 200K
. 500K
Code LED or Indicator Color
1MEG
N No Color
w White Color Indicator Goda || OperationiLite
R Red Color LED (Blank)| Std. Life w/o anti-sulfur
Y Yellow Color LED 1| Std. Life w/ anti-sulfur
G Green Color LED

Note 1: LED Option
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Fxx92 Series
Slim Potentiometer

20mm Travel, Standard Type, 2 Gangs, with LED,
F2092-E[ ]  center Detent Available
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